
Maximum compaction force from 27-40kN vibration unit.

Easy to Operate Forward / Reverse mechanism.

Designed for easy maintenance with removable covers,
belt tensioners.

Compact design for easy maneuverability in tight situations.

Built in lifting points provide easy transportation around site.

SPECIFICATION

Model Engine Model Plate Size
(mm)

Weight
(Kg)

Part No. Engine Power
(Hp)-(kW)

ERC - 180 LONCIN DIESEL D350F - LC178FERC180DL 6.6 - 4.9 480x690 30 50 140

ERC - 180 YANMAR DIESEL L70NERC180DY 6.6 - 4.9 480x690 30 50 140

ERC - 180 HONDA PETROL GX270ERC180GH 8.4 - 6.3 480x690 30 50 140

ERC - 330 LONCIN DIESEL D440F - LC186FERC330DL 9.6 - 6.9 680x900 40 40 320

ERC - 330 YANMAR DIESEL L100NERC330DY 10 - 7.4 680x900 40 40 320

ERC - 330 HONDA PETROL GX390ERC330GH 11.7 - 8.7

Electrical Op�on
Available

-

-

-

Yes

Yes

Yes 680x900 40 40 320

Centrifugal
Force (kN)

Frequency
(Hz)
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REVERSIBLE COMPACTORS – ERC180/330

DESCRIPTION
A heavy  duty  forward  and  reversible  plate 
compactor with a 27-40kN centrifugal force,
forward and reverse operation by cable.  
The ERC  range  is ideal for compaction  work close 
to  piles and concrete bases. Excellent for floor 
fillings, foundations, road repairs and back fill in 
pipe trenches.

For sand, gravel and paving stone

LIFTING HOOK HANDLE MOUNTED 
THROTTLE LEVER

HEAVY DUTY BASE PLATE
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